Roll- und Kunstrasen
Rolled and Artificial Grass

Befestigungslosung fur Roll-
und Kunstrasen.

Produktbeschreibung:
U-Bugel zur Sicherung von Roll- und Kunstrasen-
bahnen.

Anwendung:

Das Verlegen von Roll- oder Kunstrasenbahnen auf
groBBen Flachen oder in Hanglage kann eine zusatz-
liche Sicherung erforderlich machen. Wir liefern
Erdanker in U-Form fur Ihren individuellen Anwen-
dungsfall. Bel Kunstrasen spielt unser Geohit U alle
seine Vorteile aus. Durch die ausgepragte Kopfform
verkeilt sich der Erdanker mit dem Kunstrasen und
geht eine Verbindung ein. Bewegungen z.B. durch
Frost oder Wind konnen den Erdanker nicht mehr
nach oben herausschieben - ein relevanter Sicher-
heitsaspekt.

Langen: 150 - 300 mm

Length: 150 - 300 mm

Drahtdurchmesser: 3,0 - 5,0 mm
Wire Diameter: 3,0 - 5,0 mm

'GEOHIT

Fastening solution for
rolled and artificial grass.

Product Description:
U-shaped ground pin to secure rolled and
artificial grass pitches.

Application:

Laying rolled or artificial grass on large
areas or slopes may require additional
securing. We supply U-shaped ground
pins for your individual application. Geohit
U plays all its advantages when it comes
to artificial or rolled grass. The distinctive
head shape allows the ground pin to lock
with the grass and build a secure connec-
tion. Movements can't push the ground
pin upwards - an important safety feature
for public areas.

Material: Stahldraht blank, Stahldraht verzinkt, Edelstahldraht

Material: uncoated steel wire, zinc coated steel wire, stainless steel wire

Kunstrasen: durch verzinkte Oberflache keine unschonen Rostflecke!

Artificial Grass: No nasty rust stains due to zinc coated material!

Spitze erleichtert das Durchstechen.
The sharp tip pierces foil and fabric easily.

Allgemeiner Hinweis: Grundsatzlich tragt das schnelle Rosten einer blanken Oberflache zur
Haltekraft im Boden bei. Es bildet sich im Erdreich ein ,Rostklumpen” um den Erdanker. Eine
Zinkschicht wurde das Rosten wesentlich verlangsamen. Edelstahl wird umgangssprachlich
als rostfrei bezeichnet.

General Note: An uncoated material surface rusts faster and contributes to the holding force in the ground by

forming a ball of rust. A zinc coating would significantly slow down the process. Stainless Steel is referred to
as rustproof.
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